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Product Recommendation Chart

Application-Wise

Area of Application

Description

Product Recommendation

Surface Preparation - Internal and | Screed (i) L226 + L 3642 (ii) LATASCREED® 100 (iii) Site mixed cement and sand +
External Floor L 3642
Surface Preparation - Internal and | Plaster () L226 + L 3642 (i) Site mixed cement and sand + L 3642 (i) Power

External Wall Plast
INTERNAL FLOOR
Substrate Type of Finish Product System Recommendation

Internal cement floor Ceramic Tiles (i) L290 (i) L 307 (iii) L 305
Vitrified Tiles (i) L 252 (i) L 290 (iii) L 307
Glass Mosaic Tiles (i) L 254 (ii) L 335 (iii) L 252
Metal Tiles (i) L 300 (i) L 270 (iii) L 210*
Low Porous Stones (i) L 254 (i) L 335 (iii) xtrabond FSA 336

Internal - wood/ plywood floor** Ceramic Tiles & Vitrified Tiles (i) L 300 (i) PUA 212 (iii) L DWA 215
All Natural Stones (i) L 300 (i) L210 * (iii) L DWA 215
All Engineered Stones (i) L 300 with spacers (i) PUA 212 (iii) L 270
Glass Mosaic Tiles (i) L 300 (i) PUA 212 (iii) L DWA 215
Metal Tiles (i) L 300 (i) PUA 212 (ii)) L 210*

Internal - metal floor Any Tile/ Stone (i) L 300 (iiy L 270 (iiiy L 210*

EXTERNAL FLOOR

External - concrete/ cement floor Ceramic Tiles/ Vitrified Tiles/Glass | (i) L 254 (i) L 335 (iii) xtrabond FSA 336
Mosaic Tiles/ Natural Stones
Metal Tiles (i) L 300 (i) L270 / PUA 212 (iii) L 210*
Engineered Stones (i) L300 (i) L270 / PUA 212 (ii)) L 210*

INTERNAL WALL

Internal - concrete/ plaster wall Ceramic Tiles (i) L 252 (i) L 290 (iif) L 307
Vitrified Tiles (i) L 335 (ii) L 252 (i) L 290
Glass Mosaic Tiles (i) L 254 (i) L 335 (i) L 252
Small Format Stones (i) L 335 (iiy L252 (iii) L 290
Large Format Stones (i) L111+ L 4237 (L1111 +L73 (iii) L 254 / L 335
Metal Tiles (i) L 300 (i) L270 / PUA 212 (i) L 210*

Internal - wood/ plywood wall** Ceramic / Vitrified Tiles /Glass () L300 (i) L210* /PUA 212 (iiiy L DWA 215
Mosaic Tiles
Metal Tiles (i) L 300 (i) L270 / PUA 212 (iiiy L 210*
All Natural Stones (i) L 300 (i) L270 / PUA 212 (iii) L DWA 215
Engineered Stones (i) L 300 (i) L270 / PUA 212 (iiiy L 210*

Internal - gypsum wall board wall | Ceramic / Vitrified Tiles / Glass (i) L DWA 215 (i) L 254 (iif) L 335
Mosaic Tiles

Internal - calcium silicate board Ceramic / Vitrified Tiles / Glass (i) L DWA 215 (i) L 254 (iif) L 335

wall Mosaic Tiles

Internal - cement backer board wall | Ceramic / Vitrified Tiles / Glass (i) LDWA 215 (i) L 254 (iii) L 335
Mosaic Tiles

Internal wall - Concrete (more than | Any Tile/ Stone () L310 (i) PUA 212

M25 grade) & metal wall : Spot

bonding method

EXTERNAL WALL

External - concrete/ plaster wall Ceramic / Vitrified tiles / Glass (i) L 254 (i) L 335 (ii) L 252

Mosaic Tiles

Natural Stones

() L1111+ L 4237

(i) L111+ L 73

(iiiy L 254 / L 335

Medium Format Stones

(i) L 254

(i) L 335

(i) L 252

External wall - Concrete (more than
M25 grade) & metal wall : Spot
bonding method

Any Tile/ Stone

()L310

(ii) PUA 212




IMIYK LATICRETE

Product Recommendation Chart

Application Wise
GROUTING
Area of Application | Description | Product Recommendation
INTERNAL FLOOR & WALL
Internal floor/ wall - Living areas (i) SpectraLOCK® Pro | (ii) LATAPOXY® SP-100/| (i) L 600 + L1776 /L 500 + L 1776
Residential Premium Grout / Dazzle™
STELLAR™
Bathrooms, kitchen, (i) SpectralLOCK® Pro | (ii) LATAPOXY® SP-100/
swimming pool & water Premium Grout / Dazzle™
bodies STELLAR™
Internal floor/ wall - Office rooms, meeting (i) SpectralLOCK® Pro | (i) LATAPOXY® SP-100 | (iii) L 600 + L1776 /L 500 + L 1776
Commercial rooms, toilets, cafeterias Premium Grout /
etc. STELLAR™
(i) SpectraLOCK® Pro | (i) LATAPOXY® SP-100 | (iii) L 600 + L1776 /L 500 + L 1776
Premium Grout /
STELLAR™
EXTERNAL FLOOR & WALL
External floor/ wall - Residential | (i) STELLAR™ | (i) L600 4+ L 1776 /L 500 + L 1776
WATERPROOFING
Residential/ Bathrooms / Washrooms | Hydro Ban® L. 9237 + Reinforcing Fabric
Commercial Swimming Pools/ Plunge | Hydro Ban® L 9237 + Reinforcing Fabric
Pools / Suspended Pools/
terrace Gardens /Sauna
External walls Hydro Ban® L 9237 + Reinforcing Fabric
WALL PUTTY
Interior/ exterior Walls & Ceilings with LATAFINISH® Wall Putty (Coarse Finish)
>3mm undulations + LATAFINISH® Wall Putty (Fine Finish)
Walls & Ceilings with good | LATAFINISH® Wall Putty (Fine Finish)
Plumb & Level
PRIMER Walls & Ceilings, Cement | LATAPRIMER - WATER BASED CEMENT PRIMER
Interior/ exterior Plaster, Putty Surface, Interior Grade / Exterior Grade
Gypsum Plaster

STONE CARE PRODUCTS
Side & Back Coat Top Surface Coat
Interior/ exterior - floor: | Natural Stone L 190 MaxiSeal aqua MaxiSeal plus MaxiSeal
Sealers
Interior/ exterior - floor: | Natural Stone NA Preserva Plus Preserva
Enhancers
Interior/ exterior - wall: | Natural Stone NA MaxiSeal aqua MaxiSeal plus MaxiSeal
Sealers

Note: * Contact MYK LATICRETE technical services for information
** Consult wood/plywood manufacturer for specific installation recommendations
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